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STANDARD DESCRIPTION 

AGA 8-96 Requirement for Gas-Fired Decorative Illuminating Appliances for Outdoor 

Installation 

ANSI Z21. 41/CSA 6.9 Quick Disconnect Devices for Use With Gas Fuel Appliances 

ANSI Z21.1 Household Cooking Gas Appliances 

ANSI Z21.10.3/ CSA 4 Gas Water Heaters - Volume III, Storage Water Heaters With Input Ratings 
Above 75,000 Btu per Hour, Circulating and Instantaneous 

ANSI Z21.11.1 Gas-Fired Room Heaters- Vented Room Heaters 

ANSI Z21.11.2 Gas-Fired Room Heaters - Volume II, Unvented Room Heaters 

ANSI Z21.13 Gas-Fired Low-Pressure Steam and Hot Water Heating Boilers 

ANSI Z21.13/CSA 4.9 Gas-Fired Low Pressure Steam and Hot Water Boilers 

ANSI Z21.15/CGA 9 Manually Operated Gas Valves for Appliances, Appliance Connector Valves 

and Hose End Valves 

ANSI Z21.20 Automatic Gas Ignition Systems and Components 

ANSI Z21.42 Gas-Fired Illuminating Appliances 

ANSI Z21.44 Gas-Fired Gravity and Fan Type Direct Vent Wall Furnaces 

ANSI Z21.47/CSA 2.3 Gas-Fired Central Furnaces 

ANSI Z21.48 Gas-Fired Gravity and Fan Type Floor Furnaces 

ANSI Z21.49 Gas-Type Gravity and Fan Type Vented Wall Furnaces 

ANSI Z21.50 Vented Decorative Gas Appliances 

ANSI Z21.50/CSA 2.22 Vented Gas Fireplaces 

ANSI Z21.58/CSA 1.6 Outdoor Cooking Gas Appliances 

ANSI Z21.60/CSA 2.26 Decorative Gas Appliances for Installation in Solid-Fuel Burning Fireplaces 

ANSI Z21.66/CSA 6.14 Automatic Vent Damper Devices for Use With Gas-Fired Appliances 

ANSI Z21.72/CSA 11.2 Portable Type Gas Camp Stoves 

ANSI Z21.78/CSA 6.20 Combination Gas Controls for Gas Appliances 

ANSI Z21.84 Manually Lighted, Natural Gas Decorative Gas Appliances For Installation In 

Solid-fuel Burning Fireplaces 

ANSI Z21.86/CSA 2.32 Vented gas-fired space heating appliances 

ANSI Z21.88 Vented Gas Fireplace Heaters 

ANSI Z21.88/CSA 2.33 Vented Gas Fireplace Heaters 

ANSI Z21.89/CSA 1.18 Outdoor Cooking Specialty Gas Appliances 

ANSI Z21.91 Ventless Firebox Enclosures for Gas-Fired Unvented Decorative Room 
Heaters 

ANSI Z83.11/CSA 1.8 Gas Food Service Equipment 

AS 2658 LP Gas - Portable and mobile appliances 

AS 2918 Domestic solid fuel burning appliances - Installation 

AS 4553 Gas space heating appliances 

AS 4558 Decorative gas log and other fuel effect appliances 

AS 4565 Radiant gas heaters for outdoor and non-residential indoor use 

ASTM E1509 Standard Specification for Room Heaters, Pellet Fuel-Burning Type 

ASTM E2515 Standard Test Method for Determination of Particulate Matter Emissions 

Collected by a Dilution tunnel 

ASTM E2558 Standard Test Method for Determining Particulate Matter Emissions from 
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Fires in Low Mass Wood-Burning Fireplaces 

CAN1.2.21 Gas-Fired Appliances for Outdoor Installation 

CAN1-1.1 Domestic Gas Ranges 

CAN1-2.15 Gas-Fired Domestic Lighting Appliances 

CAN3-B140.9.3 Portable Kerosene-Fired Heaters 

CSA 4.96 Gas-Fired Outdoor Fireplace 

CSA 5.90 Gas Fired Infrared Patio Heaters 

CSA B140.0 Oil-Burning Equipment: General Requirements 

CSA B140.10 Oil-Fired Warm-Air Heating Appliances for Mobile Housing and Recreational 
Vehicles 

CSA B140.11 Oil/Gas-Fired Commercial/Industrial Pressure Washers and Steam Cleaners 

CSA B140.4 Oil-Fired Warm Air Furnaces 

CSA B140.7 Oil-Burning Equipment: Steam and Hot-Water Boilers 

CSA B140.8 Portable Industrial Oil-Fired Heaters 

CSA B212 Energy Utilization Efficiencies of Oil-Fired Furnaces and Boilers 

CSA B366.1 Solid-Fuel-Fired Central Heating Appliances 

CSA B415.1 Performance Testing of Solid-Fuel-Burning Heating Appliances 

CSA C22.2 No. 109 Commercial Cooking Appliances 

CSA C22.2 No. 113 Fans and Ventilators 

CSA C22.2 No. 199 Combustion Safety Controls and Solid-State Igniters for Gas- and Oil-Burning 
Equipment 

CSA C22.2 No. 23.1 Electric Furnaces in Combination With Solid Fuel-Fired Furnaces 

CSA C22.2 No. 236 Heating and Cooling Equipment 

CSA C22.2 No. 3 Electrical Features of Fuel-Burning Equipment 

CSA C22.2 No. 46 Electric Air-Heaters 

CSA CGA 2.17-M91 Gas-Fired Appliances for Use at High Altitudes 

CSA P.4.1-02 Testing Method for Measuring Annual Fireplace Efficiency 

DOE 10 CFR 430 Energy Conservation Program For Consumer Products 

EN 13240 Room heaters fired by solid fuel - Requirements and test methods 

EN 14785 Residential space heating appliances fired by wood pellets - Requirements 

and test methods 

EN 203-1 Gas heated catering equipment - Part 1: General safety rules 

EN 30-1-1 Domestic cooking appliances burning gas. Safety. General 

EN 303-5 Heating boilers - Part 5: Heating boilers for solid fuels, hand and automatically 
stocked, nominal heat output of up to 300 kW 

EN 498 Specifications for dedicated liquefied petroleum gas appliances - Barbecues 

for outdoor use 

EN 50165 Electrical equipment of non-electric appliances for household and similar 

purposes - Safety requirements 

EN 613 Independent gas-fired convection heaters 

EPA Method 28 Certification And Auditing Of Wood Heaters 

EPA Method 28 OWHH Measurement of Particulate Emissions and Heating Efficiency of Outdoor 

Wood-Fired Hydronic Heating Appliances 

EPA Method 28A Air to Fuel Ratio, Burn Rate - Wood-fired Appliances 

EPA Method 5G PM Wood Heaters from a Dilution Tunnel 

EPA Method 5H Determination Of Particulate Matter Emissions From Wood Heaters From A 

Stack Location 

IAS 8-93 Requirements for Gas-Fired Log Lighters for Wood Burning Fireplaces 

NSF/ANSI 4 Commercial Cooking, Rethermalization and Powered Hot Food Holding and 
Transport Equipment 

NZS 5262 Gas appliance safety 



UL 101 Leakage Current for Appliances  

UL 1026 Standard for Electric Household Cooking and Food Serving Appliances  

UL 103 Standard for Factory-Built Chimneys for Residential Type and Building 

Heating Appliances  

UL 127 Standard for Factory-Built Fireplaces  

UL 1370 Unvented Alcohol Fuel Burning Decorative Appliances 

UL 1479 Standard for Fire Tests of Through-Penetration Firestops  

UL 1482 Standard for Solid-Fuel Type Room Heaters 

UL 1738 Standard for Venting Systems for Gas-Burning Appliances, Categories II, III, 

and IV  

UL 1776 Standard for Safety for High-Pressure Cleaning Machines  

UL 1777 Standard for Chimney Liners  

UL 197 Standard for Commercial Electric Cooking Appliances  

UL 1995 Heating and Cooling Equipment  

UL 2021 Standard for Fixed and Location-Dedicated Electric Room Heaters  

UL 2115 Standard for Processed Solid-Fuel Firelogs  

UL 2162 Commercial Wood-Fired Baking Ovens - Refractory Type 

UL 244A Standard for Solid-State Controls for Appliances  

UL 307A Standard for Liquid Fuel-Burning Heating Appliances for Manufactured 

Homes and Recreational Vehicles  

UL 307B Standard for Gas-Burning Heating Appliances For Manufactured Homes and 

Recreational Vehicles  

UL 372 Automatic Electrical Controls for Household and Similar Use - Part 2: 

Particular Requirements for Burner Ignition Systems and Components  

UL 378 Standard for Draft Equipment  

UL 391 Solid-Fuel and Combination-Fuel Control and Supplementary Furnaces  

UL 441 Standard for Gas Vents  

UL 462 Standard for Heat Reclaimers for Gas-, Oil-, or Solid Fuel-Fired Appliances  

UL 641 Standard for Type L Low-Temperature Venting Systems  

UL 726 Standard for Oil-Fired Boiler Assemblies 

UL 727 Standard for Oil-Fired Central Furnaces 

UL 731 Standard for Oil-Fired Unit Heaters  

UL 733 Standard for Oil-Fired Air Heaters and Direct-Fired Heaters  

UL 737 Standard for Fireplace Stoves 

UL 834 Standard for Heating, Water Supply, and Power Boilers - Electric  

UL 858 Standard for Household Electric Ranges  

UL 896 Standard for Oil-Burning Stoves  

UL 907 Fireplace Accessories 

UL 969 Standard for Marking and Labeling Systems  

UL Subject 1618 Outline Of Investigation For Wall Protectors, Floor Protectors, And Health 
Extensions 

ULC ORD C441 Pellet Vents 

ULC ORD C627.1 Unvented Ethyl Alcohol Fuel Burning Decorative Appliances 

ULC ORD-C127 Composite Fire-Logs 

ULC ORD-C127.1 Composite Fire-Log Starters 

ULC ORD-C1482 Space Heaters for Use With Particulate Solid Fuels 

ULC S604 Standard for Factory-Built Type A Chimneys 

ULC S605 Standard for Gas Vents 

ULC S609 Standard for Low Temperature Vents Type L 



ULC S610 Standard for Factory-Built Fireplaces 

ULC S627 Standard for Space Heaters for Use with Solid Fuels 

ULC S628 Standard for Fireplace Inserts 

ULC S629 Standard for 6500C Factory-Built Chimneys 

ULC S632 Standard for Heat Shields 

ULC S635 Standard for Lining Systems for Existing Masonry or Factory-Built Chimneys 
and Vents 

ULC S640 Standard for Lining Systems for New Masonry Chimneys 

ULC S641 Standard for Factory-Built Chimney Connectors and Wall Pass-Through 
Assemblies 

 


